
PARKFIT AUSTRALIA  MATERIAL SPECIFICATION

*All information is commercial in confidence and is the property of Forpark Australia. All information is correct as at February 2021. 
For details regarding Australian standards, warranties, insurances, QA and installation, please contact your local office. WWW.PARKFITAUST.COM.AU

STANDARDS
Complies with relevant Australian Standard AS 16630:2021 Permanently installed outdoor fitness equipment - Safety requirements 
and test methods (EN 16630:2015, MOD)

UPRIGHTS
Aluminium Pipe 101.6×6, 6005A T5, Anodised Frosted Silver 15um 

Or

90nb Pipe Medium Steel uprights with a Hot Dip Galvanised coating which complies 
with the Hot-dip galvanized (zinc) coatings on fabricated ferrous articles Standard AS/
NZS 4680

SUPPORTS
Electro Polished & Passivated Stainless Steel, Grade 316

Or

Stainless Steel 316 with all welds and penetrations passivated for protection in extreme 
environments. Then Powder Coated to 80-120 microns which greatly exceeds the 
required Australian Standard (AS3715-2002) of 60 microns. All powder coated items 
have a lead & TGIC free, baked polyester powder coat finish.

JOINTS
Rubber Resistance System

BEARINGS
Stainless Steel, Grade 316

FASTENERS
Security, Stainless Steel, Grade 304

CLAMPS
Nylon 30% Glass Filled

CAPS
Stainless Steel, Grade 316 & Polyethylene

SEATS, BACK & ARMS SUPPORTS
High Density Polyethylene

SIGN PLAQUES
Anodised Aluminium

ParkFit


